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Mastercharge Invisible SR Wireless Chargers are 
designed to be installed under non-metallic surfaces. 
Easy to install - no need for screws. Completely 
hidden from view, bring any surface alive and ready 
to charge Qi enabled, Apply MagSafe and Android 
devices.

Common Installation Areas
- Indoor and Outdoor Kitchen Spaces - 
Commercial furniture and bartops
- Residential areas
- Work Spaces

Product Features
Hidden from view, for the ultimate seamless finish

2-10mm Range Capability

Compact design, no screws or extra fittings

Compatible with Qi, Qi 2 and MagSafe Devices

Fast Charge 15W for Android , Samsung and Apple

Built-in OCP and smart security protects devices

Custom wiring solutions, chain up to 4 chargers

Specifications

Specifications

Surface Thickness

65mm (2.559")
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Dimensions 65mm(Diameter)x 26mm(Height)

Name/SKU Invisible SR / MC-SR-1C

Material Matte Black Plastic

Working Temp  0-40 C

Wireless Charging Standard Qi-BPP/SCF/Apple MagSafe

Input 12V/2A

Output 5W/7.5W/10W/15W Fast-Charge

Range of Horizontal Shift ±10mm

Effective Charging Distance 2-10mm (5mm for MagSafe/iPhone)

Working Frequency 110-175kHz

Protection FOD, OTP, OVP

Warranty 24-month Mastercharge Warranty

Product Certificate CE/FCC/PSE/RoHS (Pending)

Surface Type

Wood, Laminates

Stone (approved)

Glass

Maximum Distance

5mm

4mm

4mm



Mastercharge Invisible® SR
Hidden Wireless Charger Guide

PRODUCT DATA SHEET

2

Routed Installation
If the worktop or surface is thicker than 5mm, routing will be 
required to acheive an optimal distance - of 5mm for wood/4mm 
for approved stone surfaces - between the top of the charger and 
the substrate surface.

Quick Start and Install

1. Ensure surface has a thickness of 4 or 5mm, see routing guides 
below.
2. Use the supplied adhesive pad to adhere your SR, facing upwards, 
to your aurface. Alternatively bond your SR to a polished, clean 
apeture/underside using proprietary adhesives.
3. Connect to mains power using 1.3m supplied cable (UK, EU, US 
Config), turn on power to the SR.
4. Use the supplied Indicator Tool to locate the optimal center 
position on your surface, the indicator tool will perform a circular LED 
pattern when in optimal position (tool can take up to a second to 
respond to position changes).
5. Using the indicator tools position as reference, mark your surface 
as you require.

Ventilation Requirements
Wireless charging causes a small amounts of heat
buildup. Whilst the MC SR is designed to dissipate heat, 
apertures must remain open. The MC SR should not be 
enclosed, sandwiched or sealed from below into any 
furniture. Furniture thats enclosed, if under 300mm3 must 
be ventilated. To determine any ventilation requirements 
to sealed enclosures, please send architectural drawings 
in to us.

Water Resistance and Outdoor Installation
The Invisible SR is IP32 rated, so it can be installed in 
outdoor areas in covered or enclosed spaces such as 
outdoor kitchen designs.

High Temperature Considerations
Excessive ambient temperatures can reduce wireless 
charging efficiency. Avoid placing phones in direct 
sunlight or areas where the temperature exceeds 30ºC 
(86ºF) while charging.

Phone Alignment Advice
Place the phone's center over the charging indicator 
(surface graphic) to ensure optimal charging.

Phone Reconnection Time
It may take 2-3 seconds for the phone to reconnect 
when placed on the charger. Avoid moving the phone 
immediately if it doesn't connect right away.

Routing Apeture Shape Guide
The guidelines below indicate a recommended routing diameter to 
ensure correct ventilation. If using an alternative routing shape take 
care to account for the power cable protusion (side-cable SR
models only). Guideline CAD File is available on request.

Side 20mm gap housing 
ONLY required for side- 
cable SR models.

SR

Scan for more information

Support
www.master-charge.co.uk

0800 772 0538

Install Video

Installation Basics and Tips Design and Safety Requirements

30
m

m
20

m
m

5/4mm

>1 mm

20mm 20mm

5/4mm

Full Product Brochure

Example Dual Aperture


